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Dry Process Weak Solvent ColourantCP

Typical Usage

Characteristics

Technical Specifications

Description

Carrier: Special Imported Resin Particle Size: < 5 µm

Colouring Power: 100 ± 2-5% Solvent: Alcohol

ü High viscosity low volatility - convenient storage 

First add colourant to DMF, mix well, add to resin followed by any additives, mix, 
filter and de-bubble before use.

This product series is specially prepared from high quality imported 
resin for printing, colouring and spray coating of PU synthetic 
leather with excellent dispersibility, brilliant colour compared to 
dyes and ultra-high colour concentration. 

Store tightly sealed < 30°C - keep from freezing. Use within 6 months, stir before use.

Standard packing: 50kg / drum (nett weight)

ü Special imported PU resin carrier fully miscible with various resins

ü Free of DMF - good miscibility with DMF, MEK, TOL and so on.

solvent colourants and up to 2 x normal solvent colourants

ü No influence on  resin properties - suitable for dry process apparel leather

ü Fully suitable for colouring for various dry processes and printing processes

ü Excellent fineness and gloss with about 30% higher covering power to other weak

ü Excellent dispersibility & resistance to weather, temperature, solvent and migration
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Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Off
White

5555300°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Super 
White

5555300°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Super
Black

5555250°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Dark
Black

5555270°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Lemon
Yellow

5533220°CNo6

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Bright
Yellow

4455200°CYes7

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Medium
Yellow

5533220°CNo7

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Brilliant
Yellow

5555200°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Yellow
Ochre

5555200°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Orange
5554180°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Bright
Red

4555200°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Scarlet
3555200°CYes7

Full Shade Tint Shade

CP7000

CP7001

CP7901

CP7902

CP7105

CP7102

CP7103

CP7104

CP7101

CP7701

CP7202

CP7201

High transparency
brilliant color

Brilliant color
organic dye

Brilliant color
good color
development

Yellow ferric oxide
high concentration
strong hiding power

High transparency
brilliant color, organic

Chrome yellow
high concentration
strong hiding power

High transparency
brilliant color

Lead chromate 
inorganic green hues 
strong hiding power

Suitable for Nubuck

Jet black good
dispersibility

High-concentration
strong hiding power

High-concentration
strong hiding power

Light Fastness: 1 is least - 8 is Best Resistance: 1 is least - 5 is Best

CP

Standard packing: 50kg / drum (nett weight)

Dry Process Weak Solvent Colourant
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Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Dark
Red CP7203

5555250°CYes8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Mauve CP7208
5555250°CYes8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Rose CP7205
5555250°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Reddish
Brown

CP7204
5555250°CYes8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Dark
Brown

CP7802
5553250°CNo6

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Brilliant
Blue

CP7300
5555250°CYes7

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Acid
Blue CP7302

5555250°CNo7

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Ultra-
marine

CP7308
5553250°CYes8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Super
Green CP7401

5555250°CYes8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Violet CP7601
5555280°CYes8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Organic
Brown CP7801

5555225°CYes8

Full Shade Tint Shade

Transparent

Phthalocyanine dye
brilliant color

Phthalocyanine dye

Phthalocyanine dye
brilliant color

Ferric oxide mix
high concentration
strong hiding power

Ferric oxide
high concentration
strong hiding power

Brilliant Colour

Organic

Brilliant organic
colour

CP

Light Fastness: 1 is least - 8 is Best Resistance: 1 is least - 5 is Best

Standard packing: 50kg / drum (nett weight)

Dry Process Weak Solvent Colourant
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CN

Typical Usage

Characteristics

Technical Specifications

Description

Carrier: PU Resin Particle Size: < 8 µm

Colouring Power: 100 ± 2-5% Solvent: DMF

? Good miscibility with solventborne wet process resins
? Excellent resistance to fading and colour migration
? Stable and free of deposition and layer separation
? High concentration and high performance / cost ratio

This product series is specially developed only for Solvent
Wet Process production of synthetic leather with brilliant colours, 
excellent dispersibility & resistance to fading in the coagulation 
tank.

borne resin 

Store tightly sealed < 30°C - keep from freezing. Use within 6 months, stir before use.

Standard packing: 50kg / drum (nett weight)

Wet-Process Solventborne PU Colourant

First add colourant to DMF, mix well, add to resin followed by any additives, mix, 
filter and de-bubble before use.

This product is hygroscopic keep container tightly sealed and away from humidity
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Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Off
White

5555300°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Standard
Black

5555270°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Super
Black

5555250°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Dark
Black

5555270°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Lemon
Yellow

5533220°CNo6

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Bright
Yellow

4455200°CYes7

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Medium
Yellow

5533220°CNo7

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Brilliant
Yellow

5555200°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Yellow
Ochre

5555200°CNo8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Orange
5554180°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Biscuit
5555220°CNo8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Bright
Red 4555200°CYes8

Full Shade Tint Shade

CN5001

CN5901

CN5902

CN5903

C 105N5

C 102N5

C 103N5

C 104N5

C 101N5

C 701N5

C 501N5

C 202N5

High transparency
brilliant color

Mixed colourant, 
ferric oxide, 
strong hiding power

Brilliant color,
organic

Yellow ferric oxide
high concentration
strong hiding power

High transparency
brilliant color, organic

Chrome yellow
high concentration
strong hiding power

High transparency
brilliant color

Lead chromate 
inorganic green hues 
strong hiding power

Suitable for Nubuck

Jet black good
dispersibility

High-concentration
strong hiding power

High-concentration
strong hiding power

Light Fastness: 1 is least - 8 is Best Resistance: 1 is least - 5 is Best

CN

Standard packing: 50kg / drum (nett weight)

Wet-Process Solventborne PU Colourant
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Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Dark
Red C 203N5

5555250°CYes8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Mauve C 208N5
5555250°CYes8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Rose C 205N5
5555250°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Reddish
Brown

C 204N5
5555250°CYes8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Dark
Brown

C 802N5
5555250°CNo8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Brilliant
Blue

C 300N5
5555250°CYes8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Acid
Blue C 302N5

5555250°CNo8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Ultra-
marine

C 308N5
5553250°CNo8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Super
Green C 401N5

5555250°CYes8

Code
Light

Fastness
Environment

Friendly

Resistance Notes:

Violet C 601N5
5555280°CYes8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Organic
Brown C 801N5

5555225°CYes8

Full Shade Tint Shade

Transparent

Phthalocyanine dye
brilliant color

Phthalocyanine dye

Phthalocyanine dye
brilliant color

Ferric oxide mix
high concentration
strong hiding power

Ferric oxide
high concentration
strong hiding power

Brilliant Colour

Organic

Brilliant organic
colour

CN

Light Fastness: 1 is least - 8 is Best Resistance: 1 is least - 5 is Best

Standard packing: 50kg / drum (nett weight)

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Scarlet C 201N5
3555200°CYes7

Brilliant organic
colour

Wet-Process Solventborne PU Colourant
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CS

Typical Usage

Characteristics

Technical Specifications

Description

Carrier: PU Resin Particle Size: < 8 µm

Colouring Power: 100 ± 2-5% Solvent: DMF

? Good miscibility with waterborne wet process resins
? Excellent resistance to fading and colour migration
? Stable and free of deposition and layer separation
? High concentration and high performance / cost ratio

This product series is specially developed only for 
Wet Process production of synthetic leather with brilliant colours, 
excellent dispersibility & resistance to fading in the coagulation 
tank.

Waterborne resin 

Standard packing: 50kg / drum (nett weight)

Wet-Process Waterborne PU Colourant

Store tightly sealed < 30°C - keep from freezing. Use within 6 months, stir before use.

First add colourant to DMF, mix well, add to resin followed by any additives, mix, 
filter and de-bubble before use.

This product is hygroscopic keep container tightly sealed and away from humidity
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Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Off
White

5555300°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Standard
Black

5555270°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Super
Black

5555250°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Dark
Black

5555270°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Lemon
Yellow

5533220°CNo6

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Bright
Yellow

4455200°CYes7

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Medium
Yellow

5533220°CNo7

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Brilliant
Yellow

5555200°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Yellow
Ochre

5555200°CNo8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Orange
5554180°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Biscuit
5555220°CNo8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Bright
Red 4555200°CYes8

Full Shade Tint Shade

CS6001

CS6901

CS6902

CS6903

CS6105

CS6102

CS6103

CS6104

CS6101

CS6701

CS6501

CS6202

High transparency
brilliant color

Mixed colourant, 
ferric oxide, 
strong hiding power

Brilliant color,
organic

Yellow ferric oxide
high concentration
strong hiding power

High transparency
brilliant color, organic

Chrome yellow
high concentration
strong hiding power

High transparency
brilliant color

Lead chromate 
inorganic green hues 
strong hiding power

Suitable for Nubuck

Jet black good
dispersibility

High-concentration
strong hiding power

High-concentration
strong hiding power

Light Fastness: 1 is least - 8 is Best Resistance: 1 is least - 5 is Best

CS Wet-Process Waterborne PU Colourant

Standard packing: 50kg / drum (nett weight)
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Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Dark
Red CS6203

5555250°CYes8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Mauve CS6208
5555250°CYes8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Rose CS6205
5555250°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Reddish
Brown

CS6204
5555250°CYes8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Dark
Brown

CS6802
5555250°CNo8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Brilliant
Blue

CS6300
5555250°CYes8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Acid
Blue CS6302

5555250°CNo8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Ultra-
marine

CS6308
5553250°CNo8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Super
Green CS6401

5555250°CYes8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Violet CS6601
5555280°CYes8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Organic
Brown CS6801

5555240°CYes8

Full Shade Tint Shade

Transparent

Phthalocyanine dye
brilliant color

Phthalocyanine dye

Phthalocyanine dye
brilliant color

Ferric oxide mix
high concentration
strong hiding power

Ferric oxide
high concentration
strong hiding power

Brilliant Colour

Organic

Brilliant organic
colour

CS

Light Fastness: 1 is least - 8 is Best Resistance: 1 is least - 5 is Best

Standard packing: 50kg / drum (nett weight)

Wet-Process Waterborne PU Colourant

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Scarlet CS6201
3555200°CYes7

Brilliant organic
colour
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Nubuck Wet-Process ColourantCM

Typical Usage

Characteristics

Technical Specifications

Description

Carrier: Nubuck PU Resin Particle Size: < 8 µm

Colouring Power: 100 ± 2-5% Solvent: DMF

? Good miscibility with Nubuck and other wet process resins
? Excellent resistance to light and colour migration
? Does not affect resin properties such as touch feeling
? Stable and free of deposition and layer separation

Standard packing: 50kg / drum (nett weight)

Store tightly sealed < 30°C - keep from freezing. Use within 6 months, stir before use.

First add colourant to DMF, mix well, add to resin followed by any additives, mix, 
filter and de-bubble before use.

This product is hygroscopic keep container tightly sealed and away from humidity

10

This product series is specially developed only for Wet Process 
production of Nubuck synthetic leather with brilliant colours, 
excellent dispersibility & resistance to fading in the coagulation 
tank.



Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Off
White

5555300°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Standard
Black

5555270°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Super
Black

5555250°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Dark
Black

5555270°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Lemon
Yellow

5533220°CNo6

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Bright
Yellow

4455200°CYes7

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Medium
Yellow

5533220°CNo7

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Brilliant
Yellow

5555200°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Yellow
Ochre

5555200°CNo8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Orange
5554180°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Biscuit
5555220°CNo8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Bright
Red 4555200°CYes8

Full Shade Tint Shade

CM4001

C 901M4

C 902M4

C 903M4

C 105M4

C 102M4

C 103M4

C 104M4

C 101M4

C 701M4

C 501M4

C 202M4

High transparency
brilliant color

Mixed colourant, 
ferric oxide, 
strong hiding power

Brilliant color,
organic

Yellow ferric oxide
high concentration
strong hiding power

High transparency
brilliant color, organic

Chrome yellow
high concentration
strong hiding power

High transparency
brilliant color

Lead chromate 
inorganic green hues 
strong hiding power

Suitable for Nubuck

Jet black good
dispersibility

High-concentration
strong hiding power

High-concentration
strong hiding power

Light Fastness: 1 is least - 8 is Best Resistance: 1 is least - 5 is Best

CM Nubuck Wet-Process Colourant

Standard packing: 50kg / drum (nett weight)
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Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Dark
Red C 203M4

5555250°CYes8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Mauve C 208M4
5555250°CYes8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Rose C 205M4
5555250°CYes8

Light
Fastness

Environment
Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Reddish
Brown

C 204M4
5555250°CYes8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Dark
Brown

C 802M4
5555250°CNo8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Brilliant
Blue

C 300M4
5555250°CYes8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Acid
Blue C 302M4

5555250°CNo8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Ultra-
marine

C 308M4
5553250°CNo8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:
Super
Green C 401M4

5555250°CYes8

Code
Light

Fastness
Environment

Friendly

Resistance Notes:

Violet C 601M4
5555280°CYes8

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Organic
Brown C 801M4

5555225°CYes8

Full Shade Tint Shade

Transparent

Phthalocyanine dye
brilliant color

Phthalocyanine dye

Phthalocyanine dye
brilliant color

Ferric oxide mix
high concentration
strong hiding power

Ferric oxide
high concentration
strong hiding power

Brilliant Colour

Organic

Brilliant organic
colour

CM

Light Fastness: 1 is least - 8 is Best Resistance: 1 is least - 5 is Best

Standard packing: 50kg / drum (nett weight)

Code
Light

Fastness
Environment

Friendly Temp MigrationSolventAlkalineAcid

Resistance Notes:

Scarlet C 201M4
3555200°CYes7

Brilliant organic
colour

12

Temp MigrationSolventAlkalineAcid

Nubuck Wet-Process Colourant



Use

Vantaggio PU & PVC leather powder 
pigments are designed to replace traditional PU & PVC 
leather cream pigments.

MasterBatch 

Vantaggio MasterBatch 
PU & PVC Synthetic Leather Colourants

Vantaggio PU & PVC leather pigments are master 

batched with a resin carrier and dispersion, stabilizer 
agents for ease of use and superior dispersibility 

compared to traditional cream pigments. 

Low Cost

Traditional Cream pigments

Long Term Storage
Low Wasteage
Ease to Proportion and Weigh
High Colour Brightness
Excellent Colour Stability 

Ease of Transportation

Vantaggio MasterBatch Pigments

Overall Higher Cost
Easy to Dry Out During Storage

Difficult to Proportion and Weigh
Average Colour Brightness
Drying Adversely Affects Colour Stability 
Average Dispersion

Special Considerations for Transport

Excellent Dispersion

Sticks to the Container

The Benefits of Using 
Vantaggio MasterBatch Pigments
Compared to
Traditional Cream Pigments

Mix PU Resin with Solvent. Add in the pigments while mixing. Test the viscosity. Mix again. Adjust the color as required. Allow the PU resin 
to settle to purge the bubbles. Filter the mix. PU resin is ready for the coaters

Vantaggio MasterBatch pigments come as a powder and are different from flakes or cream and must be mixed at high speed to achieve the 

best dispersion. During the mixing process, the pigments should be added gradually so as the limit settling of the pigments.

The PU resin color can be adjusted to match the target colour by adding small amounts of pigment to the resin mix.  To make the colour 

adjustment process quicker and easier we suggest dissolving the pigments with solvent at a proportion of pigments to solvent of 10:90.

Vantaggio Master Batch powder PU pigments use a PVAc and Ethylene Chloride carrier.



Email sales@vantaggio.us for more information and pricing

White

Non-Organic
Heavy Metal: None

Azo: None

SP2611

C.I: PW-6
Masstone (10%) Tint (0.5% Black 5% White)

Light Fastness Tint

MigrationSolvent

SulfurHeat Resistance Tint

Light Fastness Masstone Heat Resistance Masstone

R-type white, high-concentration, the same 
physical properties as SP-2606

Super White

Non-Organic
Heavy Metal: None

Azo: None

SP2606

C.I: PW-6
Masstone (10%) Tint (0.5% Black 5% White)

Light Fastness Tint

MigrationSolvent

SulfurHeat Resistance Tint

Light Fastness Masstone Heat Resistance Masstone

R-type white, strong hiding power, 
Pure white, better weather resistance 
used with yellowing resistant resin

Mirror Black

Non-Organic
Heavy Metal: None

Azo: None

SP1698

C.I: PBK-7
Masstone (5%) Tint (1% + 5% White)

Light Fastness Tint

MigrationSolvent

SulfurHeat Resistance Tint

Light Fastness Masstone Heat Resistance Masstone

High grade, glossy Jet black, moderate 
price, wide applications

Mirror Black

Non-Organic
Heavy Metal: None

Azo: None

SP1609

C.I: PBK-7
Masstone (5%) Tint (1% + 5% White)

Light Fastness Tint

MigrationSolvent

SulfurHeat Resistance Tint

Light Fastness Masstone Heat Resistance Masstone

High grade, glossy Jet black, high 
concentration

Dense Black

Non-Organic
Heavy Metal: None

Azo: None

SP1601

C.I: PBK-7
Masstone (5%) Tint (1% + 5% White)

Light Fastness Tint

MigrationSolvent

SulfurHeat Resistance Tint

Light Fastness Masstone Heat Resistance Masstone

High-concentration

Snow White

Non-Organic
Heavy Metal: None

Azo: None

SP2612

C.I: PW-6
Masstone (10%) Tint (0.5% Black 5% White)

Light Fastness Tint

MigrationSolvent

SulfurHeat Resistance Tint

Light Fastness Masstone Heat Resistance Masstone

R-type white, high-concentration, pure 
snow white. no yellow hue, the best 
option for snow white

SP - Series

PU Leather Master Batch Pigments

www.vantaggio.us

Standard packing: 50kg / drum (nett weight)
Best

Poor

What the ratings mean

Range Low High
PU Resin: 100% Solid Content 30%±1% 6,000 ~ 9000 cps @25°C
MEK: 70



Email sales@vantaggio.us for more information and pricing

Scarlet

Organic
Heavy Metal: None

Mono-Azo

SP4663

C.I: PR-48:2
Masstone (5%) Tint (1% + 5% White)

Light Fastness Tint

MigrationSolvent

SulfurHeat Resistance Tint

Light Fastness Masstone Heat Resistance Masstone

Standard grade, strong coloring power, low 
price, standard concentration, violet hue

Clear Red

Organic
Heavy Metal: None

Mono-Azo

SP4655

C.I: PR-48:1
Masstone (5%) Tint (1% + 5% White)

Light Fastness Tint

MigrationSolvent

SulfurHeat Resistance Tint

Light Fastness Masstone Heat Resistance Masstone

Standard grade, strong coloring power, low 
price,standard concentration, yellow hue

Trans Brown

Organic
Heavy Metal: None

Azo: None

SP3637

C.I: PBR-25

Light Fastness Tint

MigrationSolvent

SulfurHeat Resistance Tint

Light Fastness Masstone Heat Resistance Masstone

Highly transparent, widely used in crystal, 
processed and two-tone leather

Red Brown

Non-Organic
Heavy Metal: None

Azo: None

SP3687

C.I: PBR-101

Light Fastness Tint

MigrationSolvent

SulfurHeat Resistance Tint

Light Fastness Masstone Heat Resistance Masstone

Ferric oxide, yellow hue, low price, suitable 
as both primary and auxiliary colours

Yellow Brown

Non-Organic
Heavy Metal: None

Azo: None

SP3662

C.I: PBR-101

Light Fastness Tint

MigrationSolvent

SulfurHeat Resistance Tint

Light Fastness Masstone Heat Resistance Masstone

Ferric oxide, yellow hue, low price, suitable 
as both primary and auxiliary colours

Magenta

Organic
Heavy Metal: None

Mono-Azo

SP4658

C.I: PR-48:3
Masstone (5%) Tint (1% + 5% White)

Light Fastness Tint

MigrationSolvent

SulfurHeat Resistance Tint

Light Fastness Masstone Heat Resistance Masstone

Standard grade, strong coloring power, low 
price, standard concentration, magenta hue

Masstone (5%) Tint (1% + 5% White)

Masstone (5%) Tint (1% + 5% White)

Masstone (5%) Tint (1% + 5% White)

SP - Series

PU Leather Master Batch Pigments

www.vantaggio.us

Standard packing: 50kg / drum (nett weight)
Best

Poor

What the ratings mean

Range Low High
PU Resin: 100% Solid Content 30%±1% 6,000 ~ 9000 cps @25°C
MEK: 70
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